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1 ) @ COMSTRUCTION PROCEDURES

' \

! % 5 STAGE | (BEFORE PAVEMENT MILLING

J ’\ &5 REMOVE & MINIMUM OF 12 (5000 OF THE PAVEMENT FROM
: ! ARCGUND THE STRUCTURE.

X ! \ N Bi REMOVE THE EMISTING FRAME AND LID FROM THE STRUCTURE.
) | y PN ©) COVER THE STRUCTURE OPEWING WITH A& 36 (3001 DIAMETER
31 kY Yon METAL PLATE.

{ ~ g e DF BACKFILL WITH CRUSHED STONE AND A MINIMUM 1'% (1
i T N THICK WM& SURFACE MIX APPROYVED BY THE ENGINEER.
— — —~ /,,/ e \

STAGE 2 (AFTER PAVEMENT MILLING)

A} REMOVE THE HMA SURFACE MIX AND CRUSHED STOME.

8) INOTALL THE FRAME AND LIy ADJUST THE FRAME Y0 [73
FINAL SURFACE ELEVATION.

£y THE SURROUNDING SPACE SHALL BE FILLED WITH CLASS SI
CONCRETE, OR HMA SURFACE COURSE OR HiA BINDER
COURSE 7O THE CLIEVATION OF YHE SURFACE OF THE
EYISTING BASE COURSE OR THE BINDER COURSE.

THE PROCEDURE EXPLAINED ABOVE SHALL CONFORM 70 THE APPLICARLE
PORTIONS OF SECTIONS 353, 406, 602, AND 603 OF THE STANDARD
SPECIFICATIONS.

s . PROPOSED
\ \— BRICK, MORTAR, OR COMC.
ADJUSTING RINGS

‘ LEGEND
\__FROPOSED
SAND FILL SUB-BASE CRANULAR (B) FRAME aWD LID SEE NOTES)
WATERLAL
EXISTING PAVEHMENT @ CLASS ST CONCRETE,

W& SURFACE COURSE OR
HMiA BINDER COURSE

@ PROPOSED HMA SURFACE
PROPOSED CRUSHED STONE AMD COURSE
HMA SURFACE MIX

NOTES: 36 (3000 DIAMETER METAL PLATE

EXISTING BROKEN FRAMES AMD LIDS SHall. BE REMOVED
ANE DISPOSED OF BY THE CONTRACTOR AND SHALL BE
REPLACED AS DIRECTED BY THE ENGINEER, REPLACEMENT
FRAMES AND LIDS WILL BE PAID FOR IN ACCORDANCE
WITH ARTICLE 10%.04 OF THE STAMDARD SPECIFICATIONS
UNLESS A SEPARATE PAY ITEM HAS BEEW PROVIDED.

IF THE EXISTING LIDS ARE OPEN, THE FRAME WILL BE
ADJUSTED TO THE ELEVATION OF THE MILLED PAVEMENT
SURFACE PRIOR TO THE RiLLiNG OPERATION, THE FRAME
Wi NOT BE REMOYED AND COVERED BY THE METAL PLATE.

CITY OF CHICAGO CASTINGS ARE THE PROPERTY OF THE

CRCRORONC

(5) PrOPOSED ran BINDER

EXISTING STRUCTURE COURSE

LOCATION OF STRUCTURES:

CITY aNG THE CONTRACTOR SHeLL WOTIFY TWE TITY FOR
FEMOYAL AND DISPOSITION OF THE CASTINGS.

THE WEVAL PLATE USED YO COVER THE STRUCTURE 3HALL
REMAIN THE PROPERTY OF THE CONTRACTOR,

WHEN STRUCTURES aRE V0 BE ADJUSTED OR RECONSTRUCTED.
VHE LOWERING aND RAISING OF THE FRAMES AND LIDS Wili
NOT BE PAID FOR SEFARATELY Bu¥ wWiLl BE INCLUDED InN THE
COST OF THE CORRESPONDING PAY ITEM.

THE CONTRACTOR WILL BE REQUIRED TO KEEP & RECORD OF THE LOCATIONS OF
THE BURIEG STRUCTURES ACCORDING TO THE STATION AND DISTAMCE LEFT OR
RIGHT OF THE CENTERLINE OF PAVEMENT. UPON COMPLETION OF TrE WORK,
THE COMTRACTOR WILL DELIVER THE RECORD 70 THE ENGINEER.

BASIS OF PAYMENT: THIS WORK WILL RE PAID FOR AT
’ T THE CONTRACT UNIT PRICE PER EACH FOR
“FRAMES AWL LIOS TO BE ADJUSTED, SPECIAL™

HEW FRAMES AND LIDS, wMEN SPECIFIED, wiLLL
BE PAID FOR SEPARATELY.

DETAILS FOR FRAMES AND LIDS ADJUSTMENT
WITH MILLING
ALL DIMENSIONS ARE IN INCHES OMILLIMETERS) UNLESS
OTHERWISE SHOWN
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